QTP’LPV il “3\}3

NASA TECHNICAL R B NA'SATMX-'7155‘5-_
MEMORANDUM _ - -

LS
7o)
o)
—
~
1
>
E . .
— | | n
3:’ (E'ASA:TE*X'-'?‘!SSS) GUIDING CENTER HODEL NA74-27233
< 70 INTERPRET NEUTRAL PARTICLE ANALYZER
= ‘RESULTS. (NASA)} —2T p HC $3.00 . CSCL 201
2 22 Oncias

63,25 41611

GUIDING CENTER MODEL TO INTERPRET NEUTRAL
PARTICLE ANALYZER RESULTS

by G. W. Englert, J, J. Reinmann,
and M. R, Lauver

Lewis Research Center

Cleveland, Ohio

TECHNICAL PAPER presented at
First International Conference on Plasma Science _
sponsored by the Institute of Electrical and. Electronics Engineers
Knoxville, Tennessee, May 15-17, 1974 B
l

N
P
v

.
i



E-7980

GUIDING CENTER MODEL TO INTERPRET NEUTRAL PARTICLE ANALYZER RESULTS

by G. W. Englert, J. J. Reinmann, and M. R. Lauver

Lewis Research Center

ABSTRACT

The theoretical model accounts for drift and cyclotron components of
ion motion in a partially ionized plasma. Density and velocity distribu-
tions are systematically prescribed. The flux into the neutral particle
analyzer (NPA) from this plasma is determined by summing over all charge
exchange neutrals in phase space which are directed into apertures. Cal-
culation of the process is continued through the NPA using appropriate
cross section data to obtain analyzer output distributions. Theoretical
results were compared with NPA measurements on four plasma heating de-
vices having radial electric, E, fields and axial magnetic, B, fields.
Drift velocity, in the azimuthal direction, is identified with E/B. Es-
pecially detailed data, obtained by sweeping the line of sight of the
apertures across the plasma of the NASA Lewis HIP~1 burnout device, are
presented. ' Selection of randomized cyclotron velocity distributions
about mean azimuthal drift yield energy distributions which compare well
with experiment. Use of data obtained with a bending magnet on the NPA
showed that separation between energy distribution curves of various mass
species correlate well with a drift divided by mean cyclotron energy
parameter of the theory. Use of the guiding center model in conjunction
with NPA scans across the plasma aid in estimates of ion density and E
field variation with plasma radius.

INTRODUCTION

Determination of ion motion in a plasma from diagnosis of the escap-
ing charge exchange neutrals is made difficult by the many processes in-
volved, Not all of the particles admitted into thé apertures of a neu-
tral particle analyzer (fig. 1) influence the output signal. Only those
which are suitably charged after passing through a stripping cell and
which have a resulting energy, within a small spread, are able to reach
the output detector. This band of energy is dependent on beam resolution
and the setting of the electrostatic energy selector. Relating the mo-
tion of such terminal subgroups of particles back to the characteristics
of the total ensemble of ions in the plasma involves unwieldy kinetic de-
scriptions in phase space. Simply the selection and determination of the
many concomitant multivalued roots in such an inverse type of problem can
be quite tedious.

As an alternate approach, an attempt is made to model the essentlal
features of the ion motion in the plasma; A guiding center model is
hypothesized for the crossed E and B field type of heating device of
interest herein. Such a forward method of scolution also simplifies cal-
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culation of the processes inside the NPA. Comparison of these results
with experimentally determined KPA output can be used to evaluate, modify,
and extend the plasma model.

The guiding center model gives results which agree with experimental
data from four different plasma heating devices, This model and its eval-
vation are discussed herein,

PLASMA MODEL

The plasma is assumed to be axisymmetric and have a radially inward
directed electric field, E, normal to the axis. The magnetic field (flux
density) B, is assumed to be in the axial direction and uniform in a
plane of diagnostics normal to the axis. TIn figure 2(a) the crossed .
field velocity, v, of a guiding center drifts clockwise about the axis
of the plasma while the ion cyclotron velocity, v.y, is directed counter-
clockwise about its guiding center. The small change of direction which
a heavy particle undergoes durlng a charge exchange event, as well as
the small time interval of interaction for the event to occur are assumed
negligible., Thus in the analysis, for a particle to enter the aperture
it is necessary that the vector sum of the ion drift and cyclotron ve-
locities be directed toward the aperture at the time of the charge ex-—
change event. From figure 2(a)

- 2 2 .
vcy =V, + v, + 2vavc gin 8 (1)

Here v§‘= 2¢/m where ¢ 1is the energy of the entering neutrals which
is set by the NPA. In general, vc is dependent on the guiding center.
locatlon rc, which is displaced from the ion location by the cyclotron
radius, fcy From figure 2(a) and some trigonometric manipulation®

r sin 8 =y F rcy ﬁgl - (vc cos Slvcy)

and using equation (1) this becomes

r.sin § =y + rcy(va + v, sin B)/vcy (2)

*
From figure 2(a)

r,sin 6 =y - Toy sin(® + B),

where 94 £ is the angle that ;cy makes with the positive x axis.
By law of sines and relation between inverse trigonometric functions

8 +8 = cos_]'(vc cos lecy)

= sin—llf A/l - (vC cos 6/vcy)%j
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Here the plus sign corresponds to the case where the x component .of

is directed away from the aperture. This second solution is possible
on{y in the lower half plane. The ions corresponding to this sign have a
guiding center region nearer to the axis than those identified with the
minus sign.

The magnitude of the cyclotron velocity is considered to be distrib-
uted about some mean value. For full randomization of this constituent
Ehere exists a cyclotron temperature, Tpy. The sizes of the domain of
Yo, shown by the shaded area on figure 2(a), are thus due to the spread
in Vey as well as to the aperture height,

The number of particles entering the apertures per unit time is
equal to that of the various species which in turn can be expressed as

ﬁa = Q\JK:)[:yp\ochvanl(rc)n (r )E (¥)r, dr_ e dv O

.

Integratlon is over all coordlnate (ro,6) and three-dimensional velocity
space, v, from which contributions can be made. It is assumed that the
velocity distribution can be broken inte components parallel and perpen~
dicular to the plasma axis.

Since the apertures have finite width, %, in the axial direction,
For a randomized distribution of

VIt
avai
)01 = fereae™
where the constant, a, can be identified as m/2le| if so desired. The
contribution of v1+ to equation (3) is
va.tan a - 2
-aV'] . .,
(/2 /2) e Il dvjy = (/E/2)erf(4a v, 'tan o)
-V, tan o

* /Ehva tan g : .(4}-

The quantity tan o is a geometrlcal constant as shown in figure 2{b)
and the final approximation is good for small .

At any specific location in the plaSma, cy¥clotron velocity can yary'
whereas drift wvelocity is fixed. Thus
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> -+ > s
fiﬁvl)dvl_= fL(vcy + v )dvcy

cy(vcy)dvcy‘

-(l/4)vcy sin ¢ fcy(vcy)dvcy d

t -
where ¢ 1is azimuthal angle -and noting that £,, is isotropic in. v,

space, Assuming a fully randomized distribution of the magnitude of
VCY

- (w/4KT e (5)

cy

Substituting equation (4) and (5) into (3), integrating over ¢, utiliz-.
ing (1), and converting from velocity to energy space gives.

. c 2(B)IID
N f f f Gchni(rc/rD)-nn(rc/rD)

l(G)Ir

X exp - (;e'+ vi + 2V & sin e)c’,‘(l +V, sin 8/€) (x /rp)d(r /rp)de df

where

G
W

mv>/2kT = €/KT
a cy ey

C=4iva r

p tn o chylZm

Velocity.and radial distance have been made dimensionless by arbitrarily
dividing by (ZkIcy/mL)l/2 and ion diffusion radius, rp, respectively.

The electrostatic plates of the NPA select small ranges, Ae/2 about
e so that at the NPA output.

: 82 MTc,2(8)/rp
ig x &E G&ﬁdﬂgc \J/r\ ni(rC[rD)nn(rc/rD)
5]

1 .18 /Ty

% exp = (E,’ + Vg + ZVC\/E" sin e)(l + V, sin 8 /v&) (rcl(rD)d(rc/_rD)de-

(6)

where }? is the fractional ionization of the neutrals as a result of the
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stripping cell,J@ is a factor (proportional to €) accounting for the
beam resolution, and k accounts for the dependence of the output de~
tector on the energy of the impinging particles, ’

Equation (6) can be numerically integrated for arbitrary density,
drift, and temperature distributions. It is expedient, however, to first
hypothesize various elementary reference models in order to determine the
gensitivity of results to the large number of free variables and to make
preliminary comparison with experimental NPA output data.

Two drift velocity distributions are especially expedient: (1) v,
independent of r./rp and (2) v, . proportional to r./rp. Case 1 may
be argued to apply, for example, when the bulk of the plasma is outside-
of sheath regions-and the applied E field is dominant. If a field in-
duced by ambipolar diffusion, however, were dominant, then

E = (kTe/eni)dﬁi/drc ¢))

(ref, 1). .Use of a typical diffusion profile

n, = n, (O)e (re/rp) ‘ (8)

in eguation (7) yields a result.favorable to Case 2,

Simulation of the applied E field by that formed with a line source
of electrons on the axis suggests that drift varies as l/rc. Preliminary
estimates, however, with use of this assumption did not yield good approx-
imation to profiles obtained experimentally by verticle scans across the
plasma.

For nmonuniform drift the cyclotron radius must be less than somek.,
characteristic length over which the electric field undergoes appreciable
change in order for the orbits, relative to v,., to be approximated by
circles.

Uniform Drift Velocity

For constant Toy the integration of equation (6) over r./rp is
now dependent only on’ ny and n,. For an exponential density profile
of neutrals as ' '

. b 2 S
n =_nn(0)e n(re/rp) _ (9)

and a density profile for ioms as.in equation (8) it follows  that
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EZ%-= Cﬁah{ni(o)nn(oyggchlz(l N bn) (1 + Vc sin Gfxgh,

xexp—(€+V2+2V/fsine)
¢ c

x %xp[;(l - bn) (rc’ler)ﬂ - exp[—(l - bn) (rc’Z/rD)E}}de (10)

where from equation (2)

r : | ' ‘
]‘_f’l = []-:1 Ful(/€ + V, sin eﬂ/siqle (11) -
D D _ .
and '
e rogl (ep¥o ) = )ZORT ) (Br &) oa.

To determine rc’zer replace y;, in equation (11) with y;, plus aper-
ture height, h. The parameter j can be considered as a mean cyclotron
radilus divided by the diffusion radius,

The limits of integration on & are symmetrical about the y axis.
They can be found simply by observing where the contribution to the flux
reduces to zero during a numerical integration of equation (1). Approxi-
mate limits can be first obtained by use of figure 2{(a) to make this
process more efficient. ‘

Drift Proportional to Radial Distance to Guiding Center
For this E field, and constant Tey, it follows that Vo 1is equal

to Ve(L)ro/rp.* Here V. (1) is the value of V. where 1, = rj. Equa-
tion (2) then becomes

%

In this case centrifugal force, and azimuthal current due to unequal
azimuthal drifts of electronsg and ions (ref., 2) can be included in v_
since v, remains proportional to r.. Solution of the force equation

(ref. 3) for w,
2 _
*mvc[rc = q(E + ch)

by completing the square gives

v, = rc[} N/(wci/2)2 - qE(LY /m - wc,i/%} ='rcvc(l)
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11}

(r, sin 8)/ry = (y/rpy Fwl)/[1 £ W W1 =Y 13)

Note that the boundaries of the guiding center regions are now straight
lines parallel to the x  axis. The flux equation can now be written as

Y g

2 « 2

+ V_ (VY 2, . 2 .

% = né - - v /gm 92 dg 4y
[k + v2(1)]exp{2[€ + V(1) Y} exp(y*/sin”6)
Yy 8, (14).

where - |

¥ = Afc + Vi(l) Y,

=1-b
)1}

and

= C?’Wdchni(ﬂ)nn(o)

With the substitution £ =y /tan 6, the integration over & can be per-
formed to yield

5
/7 ye ™V [erf(y cot 8y) - erf(y cot 81)1/2

2 .
wvhich is approximately equal to -V lp/'eRh . The resulting final integral,
over Y, can be simplified by transforming to integration over Z where

= &V (L)Y +&V2(1) [k + V2(1)]
c c c
This gives the final result

E?n V() [exp(22 - 2v ()€ ¥)) - exp(-m% - 2V (V@ YZ)JV

dN
€~ 29312 exp&)
V2
erf[ (€ +;/_ ]-erf[vv (1) VWY] ‘
+ k exp(é,'lc/ﬁf) § (15)
where

% =« +v§(1),
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Yy = (yqfry F )/ (1 £ W (1)] \ (16) -

and for Y, replace yy in equation (16) with y; + h.

Numerical Calculations

The expressions for dN/d¢ (eq. (6), (10}, and (15)) are dependent
on the parameters T.., U, Ve(l}, yy/rp, and h/rD for e set by the
NPA. Selection of the radial distribution of V., n;, and n_ must
also be made. All curves will be normalized such that their peak values
reach unity. Thus, the constants- n;(0) and n (0) of equations (8)
and (9) do not 1nfluence results in the paper. The detector character-.
istic,%¥, is assumed constant and .& assumed proportional to e. The.
enerpgy distribution can then be calculated provided sufficient data ‘are-
available to determine - JOch and 7.

Curves were fitted to the charge exchange and fractional ionization
data for the species of interest (figs. 3 and 4). When required, numer-
ical integration was performed by use of Gaussian quadratures with an
IBM 7094 digital computer.

~

COMPARISON OF THEORETICAL RESULTS WLTH NPA OUTPUT

Theoretical results were compared with NPA output data from four
crossed=field type plasma heating devices (refs., 4, 5, 6, and 7). Avail=-
able from all of these investigations are curves of dN/de . against ¢
for helium and/or various hydrogen species. ' In addition, traverses in"
the y directlion of the diagnostics plane were made in the Lewis HIP
and SUMMA plasma heating devices. Such vertical scans are most helpful’
in the study of radial density distributions. The energy traces, how--
ever, were quite insensitive to density distributions, but were of prime
importance in .the estimation of T,y and v_ . Unless otherwise stated,
uniform neutral (b, = .0) and diffusion type.ion (eq. (8)) density pro-
files were used in the numerical calculations presented for the energy
distribution. Bending magnets were used on the NPA of references 4, 5,
and 7 so that only particles having a specified masa-to-charge ratio
could reach the detector,

Energy Distribution Parameters Atz and €p
The various energy distribution curves can be quite well .identified

by the combination of their half widths, A¢, and. their most probable

energy, €43 that is, the energy at which the NPA output current is a

maximum. Plots of Ae. against enable an insight into the extent.

of 1nfluence of a number of varlabies on the energy distributions, Re-

sults for He' ions charge-exchanging on He neutrals, for a B field of

2 t?sla, are shown in figures 5(a) and. (b). -
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The difference of results obtained by use of the two azimuthal drift
assumptions is very pronounced. Results based on case 1 (V. independent
of r.) form a grid of widely separated lines of constant V., whereas
results based on case 2 (V, proportional to rc) form such a narrow band
that they can be represented as one straight line which is independent of
B as well., For hydrogen this band is slightly curved and not quite so
narrow.

Constant u 1lines coincide with those of constant T.y; see equa~
tion (12), Where u increases beyond unity, the mean cycleotron radius
is greater than the diffusion radius and use of a guiding center model
becomes progressively less justifiable. :

Values of Ae and ¢ obtained from NPA otuput traces on an x-y
recorder are shown by the Hata points on figure 5(b). Two operating
lines can be distinguished. One is for the cylindrical type anode used:
in both HIP and SUMMA; the other for a water-cooled ring anode used only
in SUMMA. Both lines are to the right of the case 1 line and well into
the region of case 2, _ :

Drift velocity, V., is next identified with E/B to show lines of
various. E values for constant B in figure 5(b). Quite reascnable
values of E and T,y were found in the interpretation of NPA results
by use of such plots as leng as | was less than unity, These variables
are more descriptive than V.. and 1y and will therefore be presented in-
the following discussion. -

Vertical Scans

A typiecal curve of current from the NPA cutput detector against
y/rD is shown by the line comprised of short dashes in figure 6(a).
This trace from HIP was obtained with the electrostatic plates (ref., 8)
at a fixed energy setting of 3.5 keV: This is near &, for the test’
conditions which were 13.5 kilovolts across the electrodes and a
1.1 tesla B field.

Vertical scan results are shown for both the constant drift and
the drift proportional te r. theory even though this latter theory
does not give energy distributions which agree with NPA data at high

V. (fig. 5(a)).

The shape of the energy distribution curve (not shown) was well
approximated by.assuming Tey = 0.65 keV, h/rp = 1.6, and a uniform
E = 2700 V/em. The visible radius of the plasma was approximately
2 centimeters in HIP, thus rp was set at 1 centimeter, (With a & .
diffusion”. profile. -approximately: .98 percenti-of’ the plasma lies
within r./rp = 2.) Using these conditions, with the exception that
h/rpy = 0.8, in the V. = r, theory gave results which also agree quite
well with the shape of (although vertically displaced from) the NPA
trace. The absclute y/rD location of the experimental curve is not
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known within about 0.5 centimeter, so that only the shape and relative
y/ry location of the theoretical curves can be appraised. The theoret-
ical curves have an asymmetry about their peaks which is not as apparent .
in the experimental curve. Figure 6(b) illustrates the gsensitivity of
the profile to h/rp. Results for both E type of drift variations are.
insensitive to aperture height below an hfrp of 0.2,

At high values of T,; the density of neutrals should be consider-
ably reduced at the center of the plasma. An arbitrary density distribu-
tion of neutrals using b, = 0.75 was calculated in conjunction with the
previous conditions. This profile has relatively few neutrals at the
plasma axis (5 percent) compared to that at the outer edges (where-
r/ry = 2) consistent with trends of references 9 and 10. The shape of
the profile (fig. 5(a)) was quite insensitive to changes in by, but the
peak of the curve shifted to higher y/rp with increase of b,. Loca-
tion of the profile peak may thus be useful in determining neutral density
profile.

Energy Distribution Curves

A closer determination of E and Te values from the NPA traces,
than those obtained from Ae and- €pp Vvalues, can be made by comparing
entire curves. Figures such as 5(a), however, provide excellent starting
points from which the E and Ty values can.be adjusted for better '
curve fits.

Figure 7(a) shows a family of curves obtained from SUMMA operating
with heljum, The B field was varied from 1,1 to 3.3 tesla while the
voltage (across a cathode-anode combination at each end of the plasma)
was held constant at 5 kilovolts. The theoretical lines were obtained
using the uniform drift theory with h/rp = 1.6. Note that the whole
. family of NPA traces can be quite well matched with consistent guiding
center model curves.

Plots of E, Vo, U, and T values, determined by the theory,
against B 1is shown in figure §. Results indicate that increasing B
enables maintenance of higher radial E fields in the measuring plane
midway between the two sets of electrodes. Increasing B reduces the
drift energy. Since drift energy is in part transferred into random
enexgy it is quite plausible that Ty should decrease with increase of
B. At low B .values but at higher voltages it was found that V, can
be considerably less than one. Thus the drift energy can be much lesg
than the random energy indicating contributions also from another mech-
anism, such as resistive and/or turbulent heating,

Applications of the guiding model to data obtained from the Lewis
Bumpy Torus. operating with deuterium is shown in figure 9, The data ‘
presented here, although nontypical of this device, were selected since
B and T,, are especially low causing V. to be very high. Theory
predicts tgat the separation between the €p of different mass-charge
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ratio species increases with increase of V,.

The curves. of both DV and Dz . were guite well fitted with
= 1 kV/em and T,y =100 eV in the theory. Relatively flat ion

denSLty profiles (ng = ni(o)e—rC/rD) were used, guided by the results
in reference 6 for the high current mode,

Data from the Oak Ridge Burnout V apparatus are shown in figure 10
for atomic hydregen (ref. 7). It is quite significant that the value
of ion temperature reported in this reference is very close to the value.
(T¢y4= 1.25 keV) giving the best guiding center model agreement with the.
NPA data. 4n E field of 6.5 kV/cm was obtained from the theory. This
is reasonable for the 10 kV applied at the electrodes in the experiment,

CONCLUSIONS

The guiding center model offers explanation to a number of the domi-
nant features of NPA output traces obtained from crossed-field heating
devices which have a characteristic azimuthal drift. The half widths as
well "as -the most probable energy of the NPA energy distributions were

found to increase with temperature of the cyclotron component, with mass~.

charge ratio of the ions, and with the strength of the radial electric
field, The separation of output peaks between two different mass-charge
species in the same plasma increases with the ratio of drift velocity to
mean cyclotron velocity., Of the twe radial drift distributions studded, .
the one independent of radial distance from the center of the plasma '
yielded results which best fit the NPA data.

The guiding center model indicates that NPA energy distributions
are quite insensitive to radial density distributions of both ions and.
neutral backpround particles. Vertical scans obtained in HIP and SUMMA
heating devices with the NPA energy selector held constant gave contours.
of current against vertical displacement across the plasmas which agree
well with guiding center model .results based on a diffusion density pro-
file for ions. Theory indicates a vertical shift of the curve peaks with.
decrease of neutral density near the plasma axis of symmetry. Increase
of drift velocity causes a shift in the opposite direction,
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APPENDIX - SYMBOLS
[The Intermational System of Units is used unless otherwise stated.]
A mass number |

constant in definition of parallel velocity distribution function
magnetic flux density
constant in equation (9)
constant in equation (6)
electric fleld strength
dimensionless energy,e/k‘l‘cy

stripping cell efficiency

velocity distribution function

a

B

b

c

E

&

Fr

£

425 beam resolution

h aperture height -
°. detector efficiency
k Boltzmann constant
L aperture length
m mass

N

number of particles per unit time

n number density

g charge )
T radius

T temperature

v dimensionless velocity

aQf xk + Vi(l)

v velocity



13

X,Y,2 Cartesian coordinate; x and y are in the diagnostics plane;
z 1is parallel te the plasma axis

Y defined by equation. (13)‘or {16)
A space used in integration of equation (14)
o angle between 3|I and . $a
B angle between cyclotron and guiding center radii
€ ener gy
n coefficient in equation (14)
9 angle between cyclotron radius and- x axis
K 1~ bn
M ratio of mean cyclotron radius to diffusion ra&ius
£ Y/tan o
g cross section
>
¢ azimnthal angle about® B in velocity space
v A + OB
W cyclotron frequency
Subscripts:
a aperture
c guiding center
ch charge exchange
cy cyclotron
D diffusion
e electron
i ion
n neutral

p most probable



v

|
1

velocity
parallel

perpendicular
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